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	Industrial Process Measuring & Control Equipment
	
	QD:  260/07/06


	APPLICATION DATA SHEET:  IN-MOTION ROAD TRUCK SCALE


	

	Quote Reference:
	     

 FORMTEXT 

	
	Tag:
	     

 FORMTEXT 

	

	Customer:
	     
	
	End-User:
	     

 FORMTEXT 

	

	Fax No:
	     
	
	Date:
	     
	

	

	In order to evaluate the application and to ensure that any equipment subsequently purchased will operate to the desired specification, certain minimum data is required. Please enter the data required on the questionnaire below.

	APPLICATION DETAILS

	
	Maximum
	Normal
	Minimum

	Number of different truck types
	     
	
	     
	
	     

	Gross mass of trucks (kg)
	     
	
	     
	
	     

	Tare mass (approx) of trucks (kg)
	     
	
	     
	
	     

	Number of axles per truck
	     
	
	     
	
	     

	Gross axle mass (kg)
	     
	
	     
	
	     

	Minimum distance between axles
	     
	
	     
	
	     

	Vehicle track (mm)
	     
	
	     
	
	     

	Length of truck
	     
	
	     
	
	     

	Length available for system (m)
	     
	
	     
	
	     

	In-accuracy allowable (%)
	
	
	     
	
	

	Largest tyre size:
	     
	(Specify)

	Smallest tyre size:
	     
	(Specify)

	Hazardous location?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	
	     

 FORMTEXT 

	(Classification)

	

	

	CALIBRATION METHOD

	

	Certified mass pieces (static)
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)
	

	Pre-weighed vehicle (dynamic)
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)
	

	

	

	PRIMARY WEIGHT INDICATOR TRANSMITTER (UNIPRO)

	

	Local display required?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)
	

	Environmental temperature (°C)
	     
	(Maximum)
	     
	(Normal)
	     
	(Minimum)

	Enclosure protection class
	 FORMCHECKBOX 
 IP54 (std)    FORMCHECKBOX 
 IP55    FORMCHECKBOX 
 IP  
	     
	
	(Mark Choice)

	Power supply available
	 FORMCHECKBOX 
 220V AC    FORMCHECKBOX 
 110V AC      FORMCHECKBOX 
 50 Hz    FORMCHECKBOX 
 60 Hz
	(Mark Choice)

	Instrument quality power supply available?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	UPS required?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	Severe vibration?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	Networking required?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	Hazardous location?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	     
	(Classification)

	

	

	GTU – DESK TOP WEIGHT INDICATOR (OPTIONAL)

	

	Indicator (GTU) location?
	     
	(Specify)

	Environmental temperature (°C)
	     
	(Maximum)
	     
	(Normal)
	     
	(Minimum)

	Enclosure protection class
	 FORMCHECKBOX 
 IP21 (std)      FORMCHECKBOX 
 IP  
	     
	(Mark Choice)

	Power supply available
	 FORMCHECKBOX 
 220V AC    FORMCHECKBOX 
 110V AC      FORMCHECKBOX 
 50 Hz    FORMCHECKBOX 
 60 Hz
	(Mark Choice)

	Instrument quality power supply available?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	UPS required?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)
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	AUTOMATIC VEHICLE IDENTIFICATION

	

	Automatic Vehicle Identification (AVI) required?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	Number of trucks to be equipped with AVI
	     
	

	Does truck comprise Horse and Trailer?
	

	
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	If “Yes”, is it single or multiple Trailer arrangement?
	

	
	 FORMCHECKBOX 
 Single    FORMCHECKBOX 
 Multi
	(Mark Choice)

	Can Horse and Trailer be swapped or do they remain as a unit?
	

	
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	If “Yes” does Trailer and Horse require separate identification?
	

	
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	

	

	MEASUREMENT DATA LOGGING

	

	U-Link( PC based mass data logging software required?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	PC & printer required?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	
OR

	Host computer SCADA system to log the mass data?
	 FORMCHECKBOX 
 Yes    FORMCHECKBOX 
 No
	(Mark Choice)

	

	Communication interface preferred (Primary Indicator to Host computer)
	     
	(Specify)

	Distance between Primary Indicator and PC/Host computer?
	     
	meters

	

	

	GENERAL OPTIONS

	

	Additional load cell cable length required (Std = 8 metres)?
	     
	meters

	Inter-connecting cable required?
	     
	meters

	

	

	ADDITIONAL REQUIREMENTS

	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	     
	

	
	
	

	

	CONFIRMATION OF TECHNICAL DETAILS AS SET OUT ABOVE (requirement of ISO 9000/9001)

	

	Print Name:
	     
	
	Designation:
	     
	

	Signature:
	     
	
	Date:
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